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TELETYPE MODEL 3\5) EQUIPMENT 


fur reliable, versatile 8-level data communications 


the importance of 
DATA COMMUNICATIONS 
equipment! 


TELE TV Fe 


Today, data processing is accepted as a vital function of efficient busi- 
ness operations. In fact, there hardly exists a company of any size that 
does not have a data processing system of one kind or another. How- 
ever, the more successful companies have realized that unless processed 
data is available in time for decisions it is practically useless. 


That’s why data communications has become so important and why 
virtually all new computer systems are including data communications 
equipment. And you'll find a number of these systems utilizing Teletype 
equipment because it is the most versatile, reliable, and economical for 
even the most sophisticated data processing operation. 


the many benefits of 
TELETYPE MODEL 35 equipment 


MODULAR DESIGN 

The modern, modular design of 
Teletype Model 35 heavy-duty 
equipment assures not only its 
compatibility with the latest busi- 
ness office decor, but also with 
most data processing systems. 
For instance, it uses the U.S.A, 
Standard Code for Information 
Interchange. ASCII is the lan- 
guage used by computers and 
other business machines. 


Model 35 machines print on stan- 
dard roll paper as well as nearly 
any single or multiple-copy busi- 
ness form. Streamlined cabinets 
equipped with rubber vibration 


isolators reduce operating sounds 
to a minimum. 


EASY OPERATION 

The 4-row keyboard of Model 35 
sets is similar to that of an office 
typewriter, making it easy for all 
your typists to use, In addition, 
the keyboard has clearly marked 
controls and is electrically pow- 
ered to provide a light, uniform 
touch for the operator. Printing 
is always sharp and clear with 
up to eight carbon copies easily 
produced. 


SPEED AND ECONOMY 


Teletype Model 35 equipment 
operates at 10 characters per sec- 


ond (100 words per minute) or 
less when required. Even at this 
speed, maintenance is kept to a 
minimum with lubrication re- 
quired only once every six 
months or after 1500 operating 
hours, whichever occurs first. 
Servicing time itself is reduced 
with easy accessibility to the set's 
internal parts. 


There are many features of 
Teletype Model 35 equipment 
that make it an important asset 
in fulfilling your data communi- 
cation needs, Many of these, as 
well as several practical applica- 
tions within data handling sys- 
tems, are described on the follow- 
ing pages. 
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TELETYPE MODEL 35 ASR SETS 
automate your 
data communications 


The Teletype Model 35 ASR (automatic send-receive) set 
provides further versatile data communications through the 
automatic operation of punched paper tape. Besides a page 
printer, the ASR set consists of both a paper tape punch and 
tape reader. 


Paper tape provides many advantages for data users. It is 
y to handle, accommodates data of any length, and is 
inexpensive and reliable. 


COMBINES DATA 


The paper tape punch and tape reader can be used to combine 
taped data from various sources into one error-free master 
tape. Then the tape reader can automatically send the data at 
maximum speed to other Teletype machines or computers. 


The Model 25 ASR set is capable of sending data from the 
tape reader, while receiving information on the page printer. 
At the same time, the keyboard can be used to punch a 
completely independent tape. 


USES ASCII 

A. Standard Code for In- 
SCII is the code used by 
many computers and bus arity bit is auto- 
matically added to provide across the 
eight levels of each code combination—for error control. 


Model 35 equipment uses the U.S. 
formation Interchange 


Paper Tape Reader 


Paper Tape Punch 


4-Row Keyboard 


TELETYPE MODEL 35 
PAGE PRINTERS 


Teletype Model 35 KSR (Keyboard Send-Receive) Set 


Teletype Model 35 Wall-Mounted RO (Receive-Only) Set 


A UNIT FOR EVERY OFFICE 


Besides the floor consoles, Teletype Model 35 page 
printers are available in both table model and wall- 
mounted sets, The table model fits easily on any standard 
desk top and can be used for both mobile and stationary 
applications. 


The wall-mounted page printer is only 16'/2 in. wide 
and does not require any floor space. Where space is at 
a premium, these units assure you of all the basic 
communication advantages of the console page printers 
but in far less space. 


OPTIONAL FEATURES 


Versatility has been the key word in describing Teletype 
Model 35 equipment. Yet, there are many optional fea- 
tures available that provide even more versatility to 
simplify and improve your data communications. Model 
35 sets can be furnished with horizontal and vertical 
tabulators, different styles and sizes of type, a variety 
of platen widths, automatic carriage return-line feed, 
and many olhers including features that add to the 
aulomalic operation of Model 35 equipment. A few of 
these are listed below. 


Automatic Answer-Back An answer-back drum on 
Model 35 equipment is triggered by a remote Teletype 
machine so the local unattended station automatically 
returns its identification call letters (up to 20 characters) 
to the sending station. 


Automatic Reader Control Allows taped data to be 
transmitted automatically by the reader of an unattended 
Model 35 ASR set when called in by a remote Teletype 
machine. 


Automatic Punch Control Allows data to be transmitted 
to the reperforator of an unattended set when called in 
by a remote Teletype machine. 


Automatic Printer Control Allows printed data to be 
transmitted to the printer of an unattended set when 
called in by a remote Teletype machine. When these last 
three features are used on the same set, you can sepa- 
rate the tape punch, tape reader, and printer operations, 
enabling you to tape data without printing page copy 
or print copy without punching a duplicate tape. 


Automatic Form Feed-Out One key stroke enables you 
to advance a business form, bringing the next one to 
the starting position automatically. 


FOR INFORMATION ABOUT: 


LEASED SERVICES featuring Teletype Model 35 equir 
ment, consult your local telephone or telegraph company 
PURCHASING (or general information) about this or 


any Teletype equipment, contact our Sales Organization 
at the general offices address listed on the back cover. 


When ordering input-output terminals for your DATA 
PROCESSING SYSTEM, be sure to specify Teletype 
equipment—your vital communications link 


TECHNICAL INFORMATION 


SPEED Characters 
Per Second 8 1G.) 47:5 10) 


Words Per 


Minute 60 66 100 
Bauds 66.0 74.0 82.5 110 
CODE 8-level, 11 unit (ASCII) 
TAPE 8-level, 1-inch wide 
PRINTER Friction feed platen for 8/2 in 


single or multiple-ply paper or pin 
feed platen for standard size forms 


from 21/s in, to 12 in, length, and up 
to 9'/2 in. width 

Horizontal spacing 10 characters 
per inch 

Vertical spacing single or double 
space (3 or 6 lines per inch) 


KEYBOARD 4-row, 8-level. Similar to typewriter 


POWER 115 V AG 10°/o, 60 Hz 75 Hz, 


J single phase synchronous motor 
REQUIREMENTS "59 tz motor also available 


MAINTENANCE Once every six months or after 1500 
INTERVAL operating hours, whichever occurs 
first 


DIMENSIONS AND WEIGHT 


Approx 
Unit Height Width Depth Weight 
RO 38/2 in. 20 in 24 in 130 Ibs. 
KSR 381/2in 20 in. 24 in 136 lbs 


ASR 38!/2 in 40 in. 24 in 225 Ibs. 


TELETYPE 


machines that make data move 


TELETYPE CORPORATION + Skokie, Mlindis + Little Rock, Arkunsus + Washington, DiC 
General Offices: 5555 Touhy Avenue, Skokie, Illinois 60076 * Telephone: 312 676-1000 + TWX 
910-224-3624 and TELEX: 25-4052 (both have 24-hour aulomulic answering service). Government 
Liaison Office: 425 Thirteenth Street, N.W., Washington, D.C, 20004 + Telephone: 202 ME 8-1016. 
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